
Manual Clamp 
Totally enclosed, self-locking type, compatible to K..-/V..-clamps 

MK… .2 
 
---- 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Type Holding 
torque max. 

Clamping 
moment at 5 bar 

Piston  Ø Weight 
~ (kg) 

B1 B2 B3 
±0.05 B4 

 
B5 B6 B7* B8 

±0.1 
B9 

MK 50.2 800 Nm 160 Nm 50 5.8 48 144 10 5 6.5 10 30 93 9 
MK 63.2 1500 Nm 380 Nm 63 8 54 144 10 5 7.5 12 30 93 9 
 

Type B10 
±0.02 

B11 
±0.1 

B12 
±0.2 

B13 B14 B15 
±0.1 

B16* B17 
 

B18 B19 B20 B21 D1 D2 
H7 

D3 D4 
H7 

D5 
H7 

D6 

MK 50.2 30 92 30 52 104 23 50 4.5 11 3.5 9.5 12 M8 6 9 8 10 M10 
MK 63.2 30 92 30 53 108 23 50 7.5 12 3.5 12 12 M8 6 9 8 10 M10 
 

Type L1 L2 L3 L4 
±0.1 L5 

±0.2 L6 
±0.05 L7 

+0.1 L8 
±0.1 L9 

±0.2 L10 L11 L12 
±0.05 

L13* L14 
  ±0.1 

L15 
N9 L16 

±0.05 L17 L18 
±0.05 S 

h9 
MK 50.2 183 5 35 28 51.5 36.5 55 11 32 20 68 55 45 10 12 71.5 78 27 19 
MK 63.2 216 5 61 28 51.5 36.5 55 11 32 20 78 55 45 10 12 71.5 86 27 22 
 

D6/B21 deep 

Without clamp arm: A00 
 

D5/B21 deep 

Ordering example: 
MK 50.2 A10 T00 45° 
 
MK:  Type 
      50.2:  Piston Ø 
             A10:  Clamp arm version 
                      T00:  Without sensing system 
                              45°: Opening angle 

D4/B6 deep 

 A11 
 
 
Clamp arm 
versions::     A10 
 
 
 
 A12 

Standard opening angles: 
45°, 60°, 75°, 90°, 105°, 120° 
 
*Tolerance for dowel holes ± 0.02, for threaded holes ± 0.1. 

D3 

 

Tolerance 80 mm 
from pivot point 
(corresponds to an 
angle tolerance of 
+ 10´ to A) 

 A 

D1/B18 deep 

D2 
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