
9ee02be0d9675d5114a090b00985e98da386b8a3.pdf


Lift Unit 
with double guide rods and toggle locked end position, 40, 80, 120 mm stroke 


MZVD 40 
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Ordering example: 


MZVD 40-80 PL T12 
 


MZVD 40:  Type 
               80:  Stroke 
                   PL:  Pneumatic connection left 


  (PR = right) 
                        T12: Sensing system 
 


Ordering example Tünkers sensing systems: 


...T00 Without sensing 


...T12 Inductive sensor 24 V, 1 output 
 with integrated LED’s 


Standard strokes: 


40, 80, 120 mm 
 


Special strokes: 


> 120 mm on request 
 


Toggle 
locked end 
position 


Side load 


Cylinder force of the pre-stroke at 6 bar: 0.4 kN 


Restoring force at 6 bar:  0.2 kN 


Clamping force of the power stroke at 6 bar: 4 kN 


Side load per piston rod:  500 N 
 


Max. deflection = 0,1 mm, at max. side load and 80 mm stroke 


Max. off-set  = 200 mm from middle point 
 
*Tolerance for dowel holes ± 0.02 for threaded holes ± 0.1. 


Type Stroke 


(mm) 


L1 L2 Weight 


~ (kg) 


MZVD 40-40 40 253 218 17.5 


MZVD 40-80 80 293 258 19.0 


MZVD 40-120 120 333 298 20.5 
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